SPANWISE BEAM # 3

CW-604
A-475
RED

This section is from LBL 17.27 to LBL 75.90 and contains seven
gstiffeners.

Only the lower shear ties remain attached to the stiffeners. The
web is torn above the access door in a jagged form and bent aft at
variousg tear locations. The rivets pitch is 1.5".

Sooliny
There 1is #@ evidence of anw fixe damage to this section of the
beam. There is no evidence of any pre-existing cracking or
corrosion to this section of the beam. AZ£~£. fAE . [forx DPETALL

m&;ﬂ? /?/ zx/%

BCEING

SO GREEAr #7729 7 (
VA%

W 17— TP

!/ 0. 27-56 T

o 10~Zq4%é



@AuwlseEA\m %.3 SecmeNnT

%47

[c,w o4 ( ;&;\g[ﬁ‘o

Bot sdes of seqment—ave C’)(e@re N
(very ven [ sopt ox’di f-on Fod (ace
ijol:jawﬁs\an o Rve O(A—V«\zujc




Zpanwise_Seam Yo, 3 Seement

ﬂw'
[es s/

Bol sides of seament e clean
(wmj uevj lr«‘]h oot oc’di tron ROD Qm).
No obvious stan o8 Nve o(a.w\xﬂc.




Cie -iped Lo e )



G




2y






